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K2

Modular 2 spoke bases for indoor or outdoor use.

K2 table is available in two heights and two lengths.

Indoor K2: spokes of high resistance die-cast aluminium in
powder coated or chromed finish, columns in high resistance
steel profile in same finish

Outdoor K2: spokes of high resistance die-cast aluminium
in powder coated finish, columns in high resistance
aluminium profile in same finish.

Tabletop fixing plates of special grey colour high
resistance technopolymer @ cm 40 for both versions.
Adjustable feet: in high resistance thermo-plastic material.
Tabletops available in various materials and sizes (tops not

included, order separately)

®

Article Powder coated Chromed pcs / dimensions
volume / gross weight
product net weight

Table base 2 spokes H. 73 cm T0731P 1pc/70x22x58 cm

terminal base 120° - joining bar 56 cm

0,09m3/126Kg
9,5Kg

T0731 PE Version for outdoor

1pc/70x22x58 cm
0,09 m3/104Kg
7.2Kg

Table base 2 spokes H. 73 cm
terminal base 120° - joining bar 67 cm

T0732P

1pc/70x22x58 cm
0,09m3/128Kg
9,7 Kg

T0732 PE Version for outdoor

1pc/70x22x58 cm
0,09 m3/10,5Kg
73Kg

Table base 2 spokes H. 105 cm
terminal base 120° - joining bar 67 cm

T0732B

1pc/61x26x90 cm
0,14 m3/16 Kg
129Kg

Resistance tests

Mod. K2 h cm 71 — with cm 180 x 80 tabletop
UNI 8592/84 - stability

UNI 8595/84 - base strength

UNI 9085/87 - table drop

UNI 9086/87 - leg sideways impact

All prices are net V.AT.
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Finishes

Metal frame

68

IIIIIIIIIIIV//

Tops  (for prices and packing details see “table tops section”)

HPL (art. PHP) Laminate with ABS edge, 25 mm thick (art. PLD)

../""' _/-- --.

BI/RC NR*/RC

4"' - ---

NR*: Black anti fingerprint

Dimensions and standard tops (. without top)

—106/117 ——
i - E[ i I -
106 — 68 — 120x79 140x79 17 — 68 — 160x79 180x79
T0731P T0732P
i - -
160x65 160x65
17 — 68 —
T07328B

All prices are net V.AT.
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K3

3 spoke base for indoor or outdoor use, H. 71 cm.
Indoor K3: spokes of high resistance die-cast aluminium
in powder coated or chromed finish, column in high
resistance steel profile (@ 60mm) in same finish.
Outdoor K3: spokes of high resistance die-cast
aluminium in powder coated finish, column in high
resistance aluminium profile (3 60mm) in same finish.
Tabletop fixing plate: in grey colour high resistance
technopolymer @ 40 cm for both versions.
Adjustable feet in high resistance thermo-plastic
material.

Tabletops available in various materials (tops not
included, order separately)

Article Powder coated Chromed pcs / dimensions
volume / gross weight
product net weight

Table base 3 spokes T0733 P 1pc/ 53><26,£/3x48 cm
0,06 m3/5,3/4,5Kg
H.73 cm 3,8/3Kg
T0733 PE Version for outdoor
Finishes
Frame

68
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TOpS (For prices and packing details see “Tabletops section”)

HPL (art. PHP) Laminate with ABS edge, 25 mm thick (art. PLD)

../"". _/-- .-.

BI/RC  NR*/RC

4"' - .--

NR*: Black anti fingerprint

Dimensions and standard tops . without top)

[» 44,5 )
T Resistance tests
d=57,6

‘ Mod. K3 h cm 71 - with @ cm 50 tabletop
test UNI 8592/84 - stability
73 test UNI 8595/84 - base strength
‘ test UNI 9085/87 - table drop
P @49 259

test UNI 9086/87 - leg sideways impact

\/ 50
T0733P

All prices are net V.AT.
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K4

4 spoke base, H.73 cm for indoor or outdoor use.
Indoor K4: spokes of high resistance die-cast aluminium in
powder coated or chromed finish, column in high resistance
steel profile (@ 80mm) in same finish.

Outdoor K4: spokes of high resistance die-cast aluminium

in powder coated finish, column in high resistance aluminium

profile (3 80mm) in same finish. _—
Tabletop fixing plate: in grey colour high resistance >
technopolymer @ 40 cm or powder coated die-cast aluminium

@ 49,5 cm (for tops of @ 100 cm ) for both versions. >
Adjustable feet in high resistance thermo-plastic material.

Tabletops available in various materials (tops not included, @
order separately)

Article Powder coated Chromed pcs / dimensions
volume / gross weight
product net weight

Table 4 spokes H.57 /73 /105 cm T0734 C-H.57 cm (1)85/537%2(%8 cm
i ,09m g
Tecnopolymer fixing plate 4473,6Kg
T0734 CE - H. 57 cm Version for outdoor
TO734P-H.73cm 1pc/57x27x58 cm
0,09 m3/6,8/57 Kg
53/422Kg
T0734 PE - H. 73 cm Version for outdoor
T0734B-H.105cm 1pc/57x27x93 cm
0,14 m3/9/6,6 Kg
69/4,7Kg
T0734 BE - H.105 cm Version for outdoor
Table 4 spokes H. 73 cm T0304 P 1pc/57x27x58 cm
i . 0,09 m3/6,8/5,7 Kg
Die-cast fixing plate for table top @ 100 cm. 53/42Kg
T0304 PE Version for outdoor
Tops below @ 90cm / 90x90cm only . .
with fixing plate in technopolymer. Resistance tests Resistance tests
Mod K4 h cm 71 — with cm 80 x 80 tabletop Mod. K4 h cm 105 - with @ cm 70 tabletop
UNI 8592/84 - stability UNI 8592/84 — stability
UNI 8595/84 - base strength UNI9085/87 - table drop
UNI 9085/87 - table drop UNI 9086/87 - leg sideways impact
UNI 9086/87 - leg sideways impact
Finishes
Frame
68
Tops  (For prices and packing details see “Tabletops section”)
HPL (art. PHP) Laminate with ABS edge, 25 mm thick (art. PLD) Gres porcelain (art. PGP)

BI/RC NR*/RC BB
BC DM

J ' ' ' - . - . for table bases with die-casting

aluminium fixing plate

. . NR*: Black anti fingerprint
Dimensions and standard tops . without top)

‘ ‘ 105
X ‘L' A O0OOHNE O

PP 69x69 7979 269
548 T0734C/CE T0734P/PE T0734B/BE

T0304P/PE

All prices are net V.AT.
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K5

5 spoke base, H.73 cm for indoor or outdoor use.
Indoor K5: spokes of high resistance die-cast aluminium in
powder coated or chromed finish, column in high resistance
steel profile (@ 80mm) in same finish.

Outdoor K5: spokes of high resistance die-cast aluminium
in powder coated finish, column in high resistance aluminium
| profile (@ 80mm) in same finish.

Tabletop fixing plate: in powder coated die-cast
aluminium @ 49,5 cm for both versions.

Adjustable feet in high resistance thermo-plastic material.
Tabletops available in various materials (tops not included,
order separately)

Article Powder
coated

Chromed pcs / dimensions
volume / gross weight
product net weight

Table base 5 spokes H. 73 cm T0735P

1 pc/88x27x85 cm
0,20m3/10,5/94 Kg
7,3/6,2Kg

T0735 PE - Version for outdoor

Finishes

Resistance tests

Mod. K5 —h.cm 71 - with @ cm 150 tabletop
UNI 8592/84 - stability

UNI 8595/84 — base strength

UNI 9085/87 - table drop

UNI 9086/87 - leg sideways impact

Frame

68
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Tops  (For prices and packing details see “Tabletops section”)

HPL (art. PHP) Laminate with ABS edge, 25 mm thick (art. PLD)

J""' 4-. .-.

RG BI/RC  NR*/RC NR BB

4"' - '--

NR*: Black anti fingerprint

Dimensions and standard tops . without top)

<@ Y

T0735P/PE 55 85 o119

All prices are net V.AT.



